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SERIES

SPECIFICATIONS

**Note: Image in the datasheet is only for reference. Real image of product may vary.

2.4 MP HD BULLET CAMERA SMART WARM IR

**Product housing specifications are subject to change without prior notice.

• 2.4 MP HD BULLET CAMERA SMART WARM IR

• FULL HD RESOLUTION, 3.6MM FIXED LENS

• 18/36 IR LED SMART IR, 10-15 MTRS IR DISTANCE

• AGC, BLC, DWDR, MASKING, MOTION DETECTION, ANTI FOG

• METAL CASING

IMAGE SENSOR 1/3" CMOS Progressive CCD 2.4 MP HD METAL 
BULLET CAMERA (HF37/3.6MM/Smart WARM IR)

ILLUMINATION          COLOUR:0.01LUX@(F1.2AGC ON) 0LUX WITH IR

LENS 3.6MM FIXED LENS

IR DISTANCE 10-15MTRS

ELECTRONIC SHUTIER      AUTO (1/25 -1/100000S ADJUSTABLE)
DAY/NIGHT AUTO/COLOUR/B/W (IR CUT)
S/N RATIO >55DB
NOISE REDUCTION           2D/3D DIGITAL NOISE REDUCTION (AUTO)
WDR DWDR (AUTO)
RECORD RESOLUTION 2.4MP/1920*1080@25FPS
AHD OUTPUT 1CH BNC AHD OUTPUT
PROTECTION GRADE METAL CASING,OUTDOOR
POWER DC12V-2AMP
OPERTATION TEMPERATURE -10°C - 60°C
POWER CONSUMPTION 4W
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