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AYRUS -The Global Brand in Advanced 
surveillance and security solutions From 
USA. AYRUS is having The comprehensive 
range of products & solutions for 
monitoring & securing millions of People & 
Facilities across the Globe, AYRUS offers 
an extensive portfolio of high quality 
products, solutions and services featuring 
intelligent functionality and modular 
concepts which enable us to deliver the 
best Value Proposition & Solutions to our 
valued clienteles.

AYRUS product serve a diverse set of 
vertical market that include retail, 
banking and finance, transportation, 
education, government and residential 
applications. AYRUS is dedicated to 
providing global resources with local 
technical, sales and service supports to its 
valued customers.
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PTZ CAMERA

ALL IN ONE CAMERA

2.4G WIRELESS WEBCAM

4K USB WEBCAM

1080P USB WEBCAM

CONFERENCE PHONESPEAKER
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Auto Focus

USB 4K AUTO FOCUS WEBCAM WITH 
MICROPHONE 

8.0 million pixels,1/2.7HD color CMOS

Auto Focus,4k/30fps,1080P/30fps,720P/30fps

Digital 2 microphones array 

AEC & ANS & AGC

3/6 meters voice pickup 

USB interface plug and play

Features

AY-VC500

Product Specification
Auto Focus

   8 million els

         1

 2.5±5

  5.85mm x 3.27

Focus Mode

Total Pixels

Lens size

Aperture

Image area

Maximum effective pixel: 3840 (H) x 2160 (V) 8 million pixels

Output image format:Output

Field of view:

AIC: 

 image format

Automatic Exposure (AE) 

Camera parameters

Microphone parameters

AIC Automatic gain control 

2Mic quantity 

SNR 

Sensitivity 

Far-field Distance 

>58dB

-38±3dB(0dB=1V/Pa,1 KHz)

 3 / 6 meters

Horizontal Voice pickup  Horizontal 180°

Communication Mode  Full Duplex

Interface type 

Voltage 

OS

Size 

Weight 

Automatic noise reduction control 

Automatic echo noise reduction control

Type C

5V/500mA

Win / Vista / Linux / MAC / Android 

130 x 57x 49.5 mm

105g

Other parameters

Resolution

Auto White Balance (AWB)

Dynamic Black Level Calibration (ABLC)

3840*2160@30fps

1280*720@30fps

640*480@30fps

Support Zoom,BlueJeans,Microsoft Teams,Skype 
and etc conference software/app
Sony Imax series sensor

Dual Mic 4K/30fpsSONY Sensor 80° View

www.ayrusglobal.com
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2.4G Wireless Transmission Webcam

2.4G wireless connection, Cable free

Transmission distance : 20meters indoor and 50m in 

open air

2 million HD pixels，1/2.9″HD color CMOS

1080@30fps, 720@30fps

FOV 73 Degree, Fixed Focus,16:9

Built-in 1 Digital microphone

Far-field 0-5 meters voice pickup 

Adopt AEC & ANS & AGC technology

Type-C interface, Plug and play

Rechargable 1500mA lithium battery, Max 3 hrs 

unstoppable working.

Features

AY-VC501

Product Specification
1/2.9 inch CMOS Sensor

2.0 million pixels

MJPG，H264，YUY2

f=3.9±5% mm

0.5Lux

Fixed Focus

Imaging Sensor  

Total Pixels

Output Image Format      

Focal Length

Minimum Illumination      

Focus Mode

Image Color

Aperture Pattern

Picture Adjustment 

Automatic Exposure (AE) 

Auto White Balance (AWB)

Dynamic Black Level Calibration (ABLC)

Camera parameters

Microphone parameters

1Mic quantity 

MIC ArrayForm 

SNR  

Sensitivity

Far-field Distance 

Electret microphone

58dB

-42dB

 0-3 meters

Horizontal Voice pickup  Horizontal 180°

Input Voltage                  USB 5V

Working Current              450mA-800mA

Storage Temperature and -10℃~+60℃/20%-95% Humidity

Working Temperature and -10℃~+50℃/20%-80% Humidity

IndoorOperating Enviroment      

OS

Size 

Weight 

Win / Vista / Linux / MAC / Android 

 60 x 73 x 78 mm

100g

Other parameters

Resolution

Video Interface

1920*1080@30fps

1280*720@30fps

640*480@30fps

USB2.0

AIC

Field of View (Vertical)     40º

Field of View (Horizontal) 65.5º

Field of View (Diagonal)   73º

24Bit

Fixed

None

USB receiver 1080p 30fps2.4G Wireless Distance
20-50m 

Microphone 73° View

AY-VC501
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1080P HD WEBCAM WITH MICROPHONE

2.0 million pixels,1/2.7HD color CMOS

AF/FF，1080P/30fps,720P/30fps

Built-in 2 microphones

AEC & ANS & AGC

0~3 meters voice pickup 

USB interface plug and play

FOV 76/96 degree

Built-in privacy cover 

Support Zoom,BlueJeans,Microsoft Teams,

Skype and etc conference software/app

Features

AY-VC502

Product Specification

Imaging Sensor 

Total Pixels 

Output Image Format 

Focus Mode 

Aperture Pattern 

Image Color 

Picture Adjustment 

1/2.7 inch CMOS Sensor

2million

 MJPEG,YUY2

Fixed Focus

Manual 2.4

24Bit

 brightness,chroma,saturation,contrast,

sharpness

Field of View (Vertical)  60±2º 

Field of View (Horizontal)  75±3º 

Field of View (Diagonal)  96±5º

Automatic Exposure (AE) 

Camera parameters

Microphone parameters

Mic quantity

Pickup Voice Distance

SNR

AIC

Voltage 

Interface Type 

OS

Size 

Weight 

2

0-3 meters

≥60dB

Automatic gain control 

Automatic noise reduction control 

Automatic echo noise reduction control

5V/500mA

USB2.0

Win/Vista/ Linux /Mac / Android

72 x 57 x 51mm

107g

Other parameters

AIC

Resolution

Auto White Balance (AWB)

Dynamic Black Level Calibration (ABLC)

1920*1080@30fps 

1280*720@30fps

640*480@30fps

AY-VC502

USB 
Plug & Play

No Optical 
Distortion

96° 
wide angle

Built-in 
Privacy Cover

Built in 
Dual Mics

1080p 30fps

The same series

AY-VC502

AY-VC502
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ALL IN ONE 4K FIXED FOCUS CAMERA
WITH 4 MIC ARRAY AND DUAL SPEAKERS BUILT IN

AY-VC503

Imaging Sensor 4K 1/2.5 inch CMOS Sensor

8.3million

MJPG

f=3.25mm

0.5Lux

Fixed Focus

Total Pixels

Output Image Format      

Focal Length

Minimum Illumination      

Focus Mode

Image Color

Aperture Pattern

Picture Adjustment          

24Bit

Manual 2.4

 brightness,chroma,saturation,contrast,
sharpness

Field of View (Vertical)  58º 
Camera parameters

Microphone parameters

Speaker Parameters

Other Parameters

Field of View (Horizontal)  90º 

Field of View (Diagonal)  100º
AIC

Resolution

Video Interface 

Automatic Exposure (AE) 

Auto White Balance (AWB)

Dynamic Black Level Calibration (ABLC)

3840*2160@30fps

1920*1080@30fps

1280*720@30fps

640*480@30fps

USB2.0

 4MIC Array Quantity 

MIC ArrayForm 

Microphone Spacing 

MIC Specification 

SNR  

Sampling Rate 

Sensitivity 

linear

 45.8mm

 digital Microphone

65.5dB

16KHz/48KHz

-26dBFs

Far-field Pick Up Voice Distance  0-10meters

Horizontal Voice Pick Up Angle  horizontal 180º

Communication Mode  full duplex

Speaker Quantity 

Speaker Size 

Speaker Power 

Speaker Impedance 

Resonance Frequency 

S.P.L 

Frequency Range  

Distortion 

Storage Temperature 

Output Voltage 

Output Power 

Working Current 

Storage Temperature and 
Humidity

Working Temperature and
Humidity

Operating Enviroment

System Requirements

Size

weight

Indoor

Win2000/XP/Vista/Win7/Win8/Win10
/I.O.S/Android

L183*W55*H64mm

266g

 2

φ31.0mm*H25.0mm

2W*pcs

 4Ω
 520±20%Hz

74±3dB(1W/0.5M)

 20Hz-20KHz

5%Max

 -25℃~+60℃

USB + 5V

3W (Max)

350mA-900mA

-10℃~+60℃/20%-95%

 -10℃~+50℃/20%-80%

4 Mic 
Array 

100° 
Wide View

4K/30fps Dual 
Speakers

Product Specification

AY-VC503

The same series

AY-VC503

8 million pixels 1/2.5 HD color CMOS

4K@30fps, 1080@30fps, 720@30fps

Digital 4 microphones built-in to pick up 10 meters voice

Fixed Focus, FOV 100°

Adopt AEC & ANS & AGC technology 

Built-in speakers 2*2W 

Type-C interface plug and play

With privacy cover 

With bluetooth remote control

ePTZ 3X digital zoom

Features

AY-VC503



10x Optical 
zoom

USB HD PTZ AUTO ROTATE TRACKING 
VOICE CAMERA 

2.0 million pixels 1/2.8 HD color CMOS

1080P/30fps, 720@30fps

4 Digital Microphones Array and 10 meters voice pickup

Adopt AEC & ANS & AGC technology 

Camera automatically rotates and tracks the voice

10x Optical zoom

USB3.0 interface plug and play

Built-in 3.5mm line audio output function, support extermal 

speaker out

With IR remote controller

Features

AY-VC200

Product Specification
Image Sensor       1080P 1/2.8 inch CMOS Sensor

Min Lux

Effective Piexl

Zoom

Shutter Speed

Focal Lens 

0.1Lux(F1.2)

2.2 MP

10X Optical 

1 to 1/10000s

2.8mm Fixed / f=5.1mm-51.0mm, 

F=1.8(W)-2.5(T)

Horizontal Field of View   72°

1920×1080,1280×720, 640×480Frame Rate 

Focus Mode

Aperture Mode

Auto

Auto

Backlight Compensation  Support

Wide Dynamic 

Picture Adjustment          

Support

Brightness、Chroma、Saturation、

Contrast、Acut

Camera, Lens

parameters

Microphone parameters

Interface Parameter

PTZ Parameter

Other Parameters

 MIC Array Quantity       4

MIC Array Form linear

Microphone Spacing  45.8mm

Sampling Rate 16KHz/48KHz

Sensitivity -29dBFs

Far-field Pick up Voice Distance   0-10meters

Horizontal Voice Pick up Angle    Horizontal 180°

SNR                            65.5dB

Communication Mode  full duplexuplex

Video Interface               USB3.0

Video Compressed Format  MJPEG

RS-232, USB2.0, UVCControl Interface 

Control Agreement  VISCA/PELCO-D/PELCO-P

Communicate Baud Rate  2400/4800/9600/115200

DC-038 power socket（DC12V）Power Interface 

Pan Rotation 

Tilt Rotation 

-170°~ +173°

-30°~ +90°

Horizontal Rotate Speed  0.1~100°/second

Vertical Rotate Speed  0.1~80°/ second

Input AC100V~AC240V Output DC12V/2A

Built in

DC12V

         12W(MAX）

        -10°C ~ +60°C / 20% ~ 95% 

Power Adapter

Decoder

Input voltage

Power Consumption

Storage Temperature

and Humidity

Working temperature       -10°C ~ +50°C / 20% ~ 80%

and Humidity

Operating Environment    Indoor

2400/4800/9600/115200Baud Rate

Protocol

Address Setting

Size

Weight

VISCA / PELCO-D / PELCO-P

1~255

160.7*115.1*131.4mm

600g

1080p 30fps4 Mic array 10 Meters
voice pickup

Voice 
Tracking

IR Remote 
control

www.ayrusglobal.com
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USB HD PTZ AUTO ROTATE TRACKING 
VOICE CAMERA 

2.0 million pixels，1/2.8″HD color CMOS

1080P/30fps, 720@30fps

4 Digital Microphones Array and 10 meters voice pickup

Wired connection with speakerphone /external microphone

Adopt AEC & ANS & AGC technology

12X optical zoom 

Camera automatically rotates and tracks the voice

USB3.0 / HDMI / 3.5mm line in micro / line out speaker 

interface

With IR remote control

Features

AY-VC203

Product Specification
Image Sensor       1/2.8inch CMOS

0.1Lux(F1.2)Min Lux

Effective Piexl 2.2 MP

Zoom 12X Optical 

Shutter Speed 1 to 1/10000s

Horizontal Field of View   69.4°（W）～6.55°（T）

1920×1080,1280×720, 640×480Frame Rate 

Focus Mode

Aperture Mode

o

o

Backlight Compensation  Support

Wide Dynamic 

Picture Adjustmente Adjustme

Support

nt        、Chroma、Saturation、

Contrast、Acutance

Camera, Lens

parameters

Microphone parameters

Interface Parameter

PTZ Parameter

Other Parameters

 MIC Array Quantity       4

MIC Array Form linear

Microphone Spacing  45.8mm

Sampling Rate 16KHz/48KHz

Sensitivity -26dBFs

Far-field Pick up Voice Distance   0-10meters

Horizontal Voice Pick up Angle    Horizontal 180°

SNR                            65.5dB

Communication Mode  full duplexuplex

Video Interface               USB3.0 HDMI

Video Compressed Format  MJPG/H.264

Control Interface               RS-232, USB2.0, UVC

Control Agreement  VISCA/PELCO-D/PELCO-P

Communicate Baud Rate  2400/4800/9600/11520/19200/38400

DC-038 power socket（DC12V）Power Interface 

Pan Rotation 

Tilt Rotation 

-170°~ +173°

-30°~ +90°

Horizontal Rotate Speed  0.1~100°/second

 0.1~80°/ second

Input AC100V~AC240V Output DC12V/2A

       B

ump (MAX）

 -10°C ~ +60°C / 20% ~ 95%

Vertical Rotate Speed 

Power Adapter

Decoder

Input voltage

Power Consumptionower Cons

Storage Temperaturee       

and Humidity

Working temperature       -10°C ~ +50°C / 20% ~ 80%

and Humidity

Operating Environment    Indoor

    180*180*1Size

Weight 1360g

1080p 30fps 4 Mic array
10 Meters

voice pickup
Voice 

Tracking
12x Optical 

zoom
IR Remote 

control

AY-VC203
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All-in-one 4K ePTZ Conferencing Camera 

4K, Fixed Focus 1/2.8” CMOS sensor

Auto Frame function

Digital 4-microphone array

8-meter voice pickup

All-in-one device, with built-in 5W speaker

AEC & ANS & AGC technology

8.51MP, 4K/30fps

105° wide angle lens

With Infrared remote control

Features

AY-VC205

Product Specification

Pickup Distance
8M

4K 30fps Built-in 5W
Speaker

4 Mic arrayAuto Frame 105° Viewing
Angle

Image Sensor

Effective Pixels

Video Output

Lens

Horizontal View Angle

Tilt

Digital Noise Cancellation

Backlight Compensation

Color Enhancement

Edge Enhancement

Image Rotation

Image Mirror

White Balance

Auto Frame

Ant- Flicker

Video Adjustment

S/N ratio

Remote Control

Language

Operation system

Color Space Compression

Video Output

Audio Pickup

Audio Out

USB Protocol

UVC PTZ control

USB

MIC

Audio Expansion

Input Voltage

Input Current

Consumption

50HZ/60HZ

Brightness, Saturability, Contrast, 
Acutance, Gamma

>55dB

IR Control

English/Chinese

Windows XP, Windows Vista, Windows 7, 
Windows 8, Windows 10.Linux

YUV/H.264/H.265/MJPEG

5W Trumpet

UVC 1.1

Support

3.0

3.5mm MIC IN

LINE-IN: Support 3.5mm expansion 
wired microphone(Optional) LINE-OUT

DC 12V

Maximum 1A

Maximum 12W

USB3.0: 3840*2160P30/P25,1920×1080P30/
P25, 1280×720P30/P25, 640x480P60/P50

Insert 4 microphones, sound pickup 
distance up to 8 meters

105°

Horizontal : ±15 Vertical: ±15

3D Digital Noise Cancellation

Support

Support

Support

180°

Support

Auto/Indoor/Outdoor/One Push/
ATW/Manual
Support

8.51 Megapixels (16:9)

USB 3.0 (Compatible with USB 2.0)

Fixed Focus Lens, Support Digital 
Scaling f=2.1mm

4K 1/2.8 CMOS sensor

AY-VC205
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All-in-one 4K ePTZ Conferencing Camera 

4K, Fixed Focus 1/2.8” CMOS sensor

Digital 4-microphone array

5-10 meter voice pickup

All-in-one device, with built-in 5W speaker

AEC & ANS & AGC technology

116° wide angle lens

With Bluetooth remote control

3X EPTZ for optional

Features

AY-VC205A

Product Specification

Pickup Distance
10M

4K 30fps Built-in 5W
Speaker

Bluetooth 
Remote Control

4 Mic array 116° Viewing
Angle

AY-VC205A
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Bluetooth Speakerphone 

Circular omnidirectional microphone

360-degree voice recognition

10-meter voice pickup

High-fidelity clear stereo speaker

Adopt AEC & ANS & AGC technology

USB-C,  AUX, Bluetooth are all available

Features

AY-VC208U/UB

AY-VC208U
USB-C & 

3.5mm AUX

Bluetooth & 

USB-C & 3.5mm AUX

AY-VC208UB

Product Specification
Speaker rated output power: 3W

speaker frequency response: 20Hz-20kHz

speaker signal to noise ratio: >85dB

Microphone quantity: 4

Microphone array: 360° circular array

Microphone sensitivity: -26dBFS

Microphone frequency response: 100Hz-8kHz

USB-C / AUX / Bluetooth 

Bluetooth version：5.0

Bluetooth Distance：φ10m

Android, Windows, iOS, Mac, Linux

Battery: Li-ion 18650

Charging specification: 5V/2A

Battery specification: 3.7V/2600mAh

Charging time: 3-4h

Usage time: 8-12h

Speaker

Microphone

Connection

Bluetooth

OS

Battery

Size

Weight

131*131*41mm

285g

Pickup Distance
10M

360° Voice 
Recognition

Bluetooth 2600mAh4 Mic array

The same series

USB AUX

AY-VC208U/UB



Bahrain
P.O.Box75814,Suit 0012 

Bldg.406,BuashirahManama, 
Kingdomof BahrainTel: +973

17262830
Email: sales@ayrusglobal.com

Kenya

P.o.box.42112, 
industrialArea,EnterpriseRd, 

Nairobi,Kenya.
Info@ayrusglobal.com

Delaware
7209,Lancaster Pike, Suit04-1108, 

Hockessin, 19707,USA
Tel :+0013026130565
Fax:+0013022341777

Email :info@ayrusglobal.com

UAE
P OBox 376170, Deira, 

Dubai,
UnitedArabEmirates 

Sales@ayrusglobal.com

India

Office 117, Seawood Corner
Sec.25, Seawood, Navi Mumbai, India

Tel :+919004226536
Email: sales@ayrusglobal.com

AYRUS USA AYRUS MIDDLE EAST AYRUS ASIA AYRUS AFRICA

Bahrain 

Saudia Arabia
UAE

Kenya

Germany

USA
India

South Korea
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