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DVR / NVR


CCTV


Accessories

Software

PoC / CoC

Fire prevention

License plate recognition

High-speed recording


Smart DVR/NVR

ICBM-based business

Public Procurement Market

 self develops, manufactures and promotes integrated video security solution

including Recorder, CCTV cameras, accessories and monitoring software.

Based on its stability, reliability and differentiated technology accumulated during last

25 years in this field, WEBGATE has established partnership with prominent global

enterprises

and provides massive surveillance solutions to national wide resorts, government

agencies, national institutions and 350 customers in 50 different countries around

the world.

In order to provide the best customer service, practiced R&D team support

customization to meet each customers' needs and professional Sales and CS team

quickly responds to customers' voice.

Surveillance Equipment Surveillance Solution New Business

Product Solution technical & Market

Protect customers' lives and property, contribute to their safe life

Life Safety Provider

Intelligent CCTV based on Deep learning

AYRUS

Value Quality Service

We try harder for

AYRUS



AY-PRO-D111MV
5Megapixel IP Camera

 SPECIFICATION
 Image 

 Image Device

 Scan system

 Effective Pixels

Motion Detection

 Privacy Masking

 Day & Night

 LED

 WDR

 Function

 Electronics Shutter Speed

 3DNR

 White Balance

 Ext. Video

 LENS

 Focal Length

 Electrical 

 Operating Temp

power consumption

 Dimension (WxH)

power consumption

 Network Section

 OS

 Network interface

 Onvif

 P2P

 Simultaneous access

 Video Compression

Streaming Capability

1/2.8" Sony Starvis image Sensor ( IMX335)

Progressive Scan

2592x1944P, real time (30fps)

 Min. Illumination 0.001Lux/ F1.2 ( AGC on)

<8W 

Φ63.9

 Current Consumption DC 12V 

yes

yes

Auto /Color /  B/W  /Timing

2pcs , Array IR LED, Max.25M

D WDR 

Auto 

2D/3D DNR

Auto 

‐

Megapixel f=2.8~12mm motorized Lens

‐30˚C ~ +60˚C

<8W 

Audio compress format G.711 u‐law

Ethernet 10/100 Base‐T PoE (RJ‐45)

Ver17.06

yes

 Network Protocol
TCP/IP, UDP/IP, RTP, RTSP, RTCP, NTP, HTTP, DHCP, FTP, 

SMTP, DNS, DDNS

max. 10 user

H.264, H.265

 Max. Framerate Max. 30fps

Main Stream:30fps@1080P/720P

Sub Stream: D1/VGA(640x480)/360P/QVGA@30fps, etc.

 Embedded Linux

Audio Streaming Two way

Event ( Sensor In) 1 ( Digital Input)

Alarm out 1 ( Digital output, Open collector)

 Web Browser
Manager :  IE, Firefox, Safari, Opera

IE over 10 ver. (Active‐X)

> 1/2.8" Sony Starvis Image Sensor
(IMX335)
> 2592x1944P, real time (30fps)
> Ultra low illumination 0.001 Lux
> H.264 / H.265
> SD Slot , (option: Audio)

> D-WDR, Mirror, Defogging

> support user authentication

> Video data encryption,

> Lightning protection 4000Vpport
up2Gb

 Out door IR Dome Camera

FEATURE

COMPARISON IMAGE
super low light color camera

Dimensions



AY-PRO-B105MVZ
5Megapixel IP Camera

 SPECIFICATION
 Image 

 Image Device

 Scan system

 Effective Pixels

Motion Detection

 Privacy Masking

 Day & Night

 LED

 WDR

 Function

 Electronics Shutter Speed

 3DNR

 White Balance

 Ext. Video

 LENS

 Focal Length

 Electrical 

 Operating Temp

 Dimension (WxH)

power consumption

 Network Section

 OS

 Network interface

 Onvif

 P2P

 Simultaneous access

 Video Compression

Streaming Capability

1/2.8" Sony Starvis image Sensor ( IMX335)

Progressive Scan

2592x1944P, real time (30fps)

 Min. Illumination 0.001Lux/ F1.2 ( AGC on)

yes

yes

Auto /Color /  B/W  /Timing

� 4pcs array IR Leds, IR distance 80 meters

D WDR /HDR

‐30˚C ~ +60˚C

288 x 87mm

< 9W   (IR LED on)

Auto 

2D/3D DNR

Auto 

‐

Megapixel f=5~50mm motorized Lens

G.711 u‐law

 Embedded Linux

Ethernet 10/100 Base‐T PoE (RJ‐45)

Ver17.06

yes

TCP/IP, UDP/IP, RTP, RTSP, RTCP, NTP, HTTP, DHCP, FTP, 

Audio Streaming Two way

Event ( Sensor In) 1 ( Digital Input)

Alarm out 1 ( Digital output, Open collector)

IP : 192.168.0.123 / DHCP

ID: admin, P/W: 123456

 Web Browser

Video Bitrates 512kbps‐12MPbps, VBR/CBR

 Current Consumption DC 12V 

 Network Protocol

 Max. Framerate Max. 30fps

Manager :  IE, Firefox, Safari, Opera

IE over 10 ver. (Active‐X)

SMTP, DNS, DDNS

max. 10 user

H.264, H.265

Main Stream:30fps@ 5MP(2592*1944) , 30fps@ 4MP(2592*1520)

Sub Stream: D1/VGA(640x480)/360P/QVGA@30fps

Third stream: 1080p/720p @10fps

Audio compress format

> 1/2.8" Sony Starvis Image Sensor
(IMX335)
> 2592x1944P, real time (30fps)
> Ultra low illumination 0.001 Lux
> H.264 / H.265

> D-WDR, Mirror, Defogging

> support user authentication

> alarm in/out, audio in/out

> Video data encryption,

> Lightning protection 4000Vpport
up2Gb

FEATURE

COMPARISON IMAGE 
super low light color camera

Dimensions

 Out door IR Dome Camera



PRO SERIES 2 Mega IP NETWORK CAMERA 



� 
2M SONY IP 0(85+132) X 118 

AY-PR0-2DC119F IMX323 Mega 3.6mm Fixed - TON 0 RJ45 weatherproof 

+Hl3516C IP66 

� 2M SONY IP Mega 0(85+132) X 118 

AY-PR0-2D110VF IMX323 2.8=12mm V.F. - TON 0 RJ45 weatherproof 

+Hl3516C IP66 

l�
2M SONY IP Mega 0(85+132) X 118 

Motorized 
AY-PR0-2D111MVF IMX323 Motorized - TON 0 RJ45 weatherproof 

V.F.
+Hl3516C 2.8=12mm IP66 

.. 
2M SONY IP 0(85+132) X 118 

AY-PR0-2D112F IMX323 Mega 3.6mm Fixed 25 TON 0 RJ45 weatherproof 

+Hl3516C IP66 

c .. 
2M SONY IP Mega 0(85+132) X 118 

AY-PR0-2D113VF IMX323 2.8-12mm V.F. 18 TON 0 RJ45 weatherproof 

+Hl3516C IP66 

2M SONY IP Mega 
Motorized 

0(85+132) X 118 

AY-PR0-2D114MVF IMX323 Motorized 18 TON 0 RJ45 weatherproof 

+Hl3516C 2.8-12mm 
V.F.

IP66 

2M SONY IP 
<D60x184(L: Incl 

AY-PR0-28115F IMX323 Mega 3.6mm Fixed 24 TON 0 RJ45 
Bracket) 

Weatherproof 
+Hl3516C

IP67 

2M SONY IP <D75 x 220(L)mm 

AY-PR0-28116VF IMX323 
Mega 

V.F. 42 TON 0 RJ45 Weatherproof 

+Hl3516C
2.8=12mm 

IP67 

2M SONY IP Mega <D75 x 220(L)mm 

AY-PR0-2811 ?MVF IMX323 Motorized 
Motorized 

42 TON 0 RJ45 Weatherproof 
V.F.

+Hl3516C 2.8-12mm IP67 

2M SONY IP Mega <D81 x 190(L)mm 

AY-PR0-28118VF IMX323 2.8-12mm V.F. 42 TON 0 RJ45 Weatherproof 

+Hl3516C IP67 

2M SONY IP Mega 
Motorized 

<D77 x 186(L)mm 

AY-PR0-28119MVF IMX323 Motorized 
V.F.

42 TON 0 RJ45 Weatherproof 

+Hl3516C 2.8=12mm IP67 

2M SONY IP Mega <D77 x 186(L)mm 

AY-PR0-28120VF IMX323 2.8=12mm V.F. 42 TON 0 RJ45 Weatherproof 

+Hl3516C IP67 

2M SONY IP Mega 
Motorized 

<D81 x 190(L)mm 

AY-PR0-28121MVF IMX323 Motorized 42 TON 0 RJ45 Weatherproof 
V.F. 

+Hl3516C 2.8=12mm IP67 



PRO SERIES 4 Mega IP NETWORK CAMERA 

AYRUS MODEL 
'. '. : Dimensio 

ITEM PICTURE Sensor LENS L/S : IR : D/N POE CBL n ·
NUMBER . . 

Indoor 
Dome 

Indoor 
Dome 

Indoor 
Dome 

Indoor 
Dome 

Indoor 
Dome 

Indoor 
Dome 

Vandal 
Dome 

Vandal 
Dome 

Vandal 
Dome· 

AY-PR0--4D100F 

AY-PR0--4D101VF 

AY-PRC>-4D10.2:MVF 

AY-PR0-4D103VF 

AY -PA0-40104\/F 

AY-PA0-4D105M:,JF 

AY-PR0-4D106F 

AY-PR0--40107\IF 

AY-PRC>-4D108MVF 

: : · (mm) 

4M : i 
: omnlvislo : 
' n 

Mega 
Fixed TON O RJ45 i ?(90+-BII) 

l OV46S'9 , 3.6mm 
!

j x 105(H) 

j +3.516D i i ! ! ! : : ·-····-········-.. ······ .. -····-··· .. ···-··r· .. ···-··4M
--······ .. 

1
···-····-·-·····-·-······t······-··········-····-····,··-·-.. ······-·-··-·······t··· ········-····-·-·····-·t····-·········· .. ········-··1--··· .. ···-·-··· .. ···-····..,.···--···-········-····-·-·

i Omnivisio ! Mega 
---- n ! :2..8-12mm VF. TON O RJ45 l !1(90+-BB) 

....:;;,'" i OV4689 i , 
l x lOS(H) 

·-••••••••• •••• ·-••••••••••-· •••••••••••••-•1••••• +3.S.160 •••• ... •••-• ···-·-••••••••-•••••• .. • •••• ·---••••••••-• ... -..... ··-·-.. •••••·-·-·-••••••J••••••••••H•• •••-•-••••••" •••••-••• ·-.. ·•-••••••••-• •+-·-·" ··-·-H •••• . . -••• .� ......... -....... •-••••-·-· . AM . . I i . . . 
j Omnivisio Me�a ; Motorized !

n Motorized, ; 
OV4689 i :2..B-12mm i V.F. ' 

+35160 
4M 

... . .  t··-····-········-·- . -f

l Omnivisio
n 

OV4689 

Mega 
3.6mm 

Fixe<i

TON 

..... t ...... t 

2.5 TDN 

0 

0 

RJ4 5 ! 0(90f.13B) 
l x 10.S(H) 

..... ·-····- + · ··- ............ -·· ··-· .. . 

RJ45 : o(90+13i) 
i X 105(11) 

.......... .. .................... .. ···-·t:3��::��· ·-- ··:;·:�·�-··· .. '. . .. ·-··········-· ··-· ·r-·-··· ····-·· -······ t···· ....... ······-·······r ............. ······-+····. ·-·-··· ······· t···· .................. -·

n i 2.a-12mm i V.F. i 18 TON i O RJ45 l it(90+lSB) 

OV46S9 ; ; i ll 105(H) 

, +35,160 • I , .......................................... ..... -+ .............................. '!' .............................. '!' .............................. ? .............................. ! .............................. t ............................. -+ ............................. -+., ............................ . 
4M ; i i i i 

i Omnivi_i;io, Me�a i Motorized I; n Motorized ! ' 
i OV4689 ! 2.8-12mm ! 

VF. 
18 TDN 0 RJ45 i 0( 90+ 1311) 

i x 105(H) 

l +35-160 :
-t 4M t t 

j OmniVisio ! 

..................... f······ 
; + i <!>(53+83) X

···-·-t· 

n 
Mega 
3.6mm 

OV4689 
T3.S16D i ··1···-

4M 

Fixed 

i i 
· ··1···· ······-··---····-····t··-·-.. 

2.4 TON 0 : POE CABLE. : weatherpr 
j ! oof

, IP66 
..... ·-····-t···-········· .. ··•• .. ···-·--

' ' : (D(63+ll5l 
i Omnlvislo i Me-ga . ; Xl2.S 

n i :2..8-12mm i
: OV4689 : 

VF. 42 TDN RJ45 ! weatherpr 
oof 

0 

i ... 3.516D i i , , , ; i IP&6 ............................................. -......... ·-·-·-····-··· .. ····•··--· ................ -.......................... -... ·-····• .. -· ............. -................ -.......... _._ .................................... -... -........ - ........... -.-· .. ·· ....................... -·-·
. AM : . . l . . j $(63+115) 
l Omnivisio ! Mega ! ' X12.S 

n ! Motori.z,ed j 
Motorized! 42 1 TDN O E!J4.5 lweatherpr 

OV4689 , 2.,8-12mm , V.F. 
. oof 

+3.S.160 i ! : i l j i IP66 
···-·.;.· ··-·-·-·-····-········ ... ··•-····-········-·-······;_· ..•. ·-· ·-··---· �·-····i··-·-.. ·····-··· ·-····-·i·····-· ... _.i. ···-· .i._ .. _ ······-··· . ..I. •. ·-··············-



! 4M 
O11nivisio  

Outdoor 
Dome-

Outdoor 
Dome 

Outdoor 
Dome-

Outdoor 
Dome 

Outdoor 
Dome 

Outdoor 
Dome 

IR Bullet 

IR Bullet 

IR Bull"t 

rn Bullet 

IR Bullet 

IR Bullet 

IR Bullet 

AY-PR0-4Dft09F 

AY-PR0-4D11 OVF 

AY-PR0--10111 MVF 

AY-PR0-40112:f 

AY -PR0-4Dft � J.Vi' 

AY-PRO--ID114MVF 

AY-PR0-4BM115F 

AY-PR0-4S116VF 

AY-PR0-4B117MVF 

AY-PR0-4B118Vi' 

AY-PRO--IB119MVF 

AY-PR0-4S120VF 

AY-PR0-4B121MVF 

4M 
Omnivi.sio 

n 
OV468'9 

. +35l6D ... 
4M 

omniVisio 
n 

OV4689 

Me-ga 
3-.6mm 

Fixed 

V.F. 

TDN 0 RJ4.5-

TDN 0 RJ4.5-

0(85+132) X 
118 

wea-merpr 
oof 
IP66 

�(85 .. 1321 X 
118 

we·atherpr 
oof 

................................................ � ..... +35160 .... . ............................................................ :, .............................. :, .............................. i .............................. � .............................. t .......... • P66 ......... � . 
4M 

: Omnivislo 
n 

· 
· 

· 
· · /�(85•1321 xi 

l 118 ' Me-g·a ' 
M - d ' 

Moron,,e-d ! oton2.e ! TDN 0 RJ4.5- l weatherpr\ 
OV4689 

....... .. ... ................. ! .. . . �?�'.1.F-.1? ... 
2..S-12mm i V.F. 

; 
l oof · 

........................ ........................ ............................................ _ .. : .......... • P66 ......... . 

. ........ 

i 4M 

i Omnivi.sio 
n 

OV468'9 
.. 35160 

Mega 
3.6mm 

.... ·················-··· 
4M 

Omni-vi.sio 
n 

OV4689 

Mega 
2.s-12mm 

Fixed 25 TON 

V.F. 1-8 TDN 

0 RJ45 

0 RJ45 

!0(85+132) x:

, 118 
1 weatherpr! 
' oof ; 

IP&o 
0(85+132) X 

118 
we·citherpr 

oof 
+35160 11'66 ',,_,., ... ,_, ... ,_,., .... -· ...... -·····-·,. .,.,_,., ... ,_,,..,.,_, ... ,. ... ,., -· ....... ,_ ,., ... , .. ,. .. .. , .... ,_,,.., ... ·-,., -·' .... ,.,_,,,.,_, .......... _, '·-· ... ·-,., ....... ,_,.,... ., ... ,_,.,.,_ ...... ,_, ·-,. " ... ,_,,_,., ...... , ... ,.,_ ,., -· ..... ,,,_ ,., .. , ·-.... . 

- 4M 
Omnivisio Mega 

�cas .. 1321 x 
118 

n M'otoriz,e-d 
Motori2ed 

1.B TDN 0 RJ45 weatherpr 

• 

V.F. ! OV4689 : 2.&-12mm : , oof 

..................................... _, ......... 4 ..... .., 35160 .... � ...... _, ....... ,_ ........... f ... .......................... i .............. -.............. i .............................. i .......................... _ .. i .......... -.................. ! .......... 1 P66. ·-..... J 
: 4M i i i i i i i (i)60xl-S4(L: i 

T ; Omnivisio Mega ' ' ' ' ' Br::��t) ! · n Fixed 24 TON O RJ4.5-
: OV468'9 

3.6mm !weatherpr! 

+35160 
1 oof 

................................................ � ............................. -4 ............................................................. :, .............................. :, .............................. i .............................. � ....... ...................... l ......... lP,67 .......... � . 
4M 

. . . . . . ' <D75 >< ] 

'Omnivislo; l 220(L)mm ; Megci 
n 

OV4689 
2S--12mm 

V.F. 

+3516D 

42 TDN 0 RJ45 Weatherpr 
•OOf 
IP,67 ........... ········--····· -· ...... -·····-· .. .. ···········-·······-····· 

4M (!)75 >< 

T
OmniVisio 

� OV;689 

Megci 
Motori1ed 
2.8-12mm 

Motoriz.ed 
V.F. 

42 TDN 0 RJ4.5-
220(L)mm 

Weath.,rpr 
oot 
IP67 

�-

.. 35160 -·······-·······-····. ······-·········-·······-·· -
4M 

: Omnivisio: Mega : 

............... f . ..... -.... . .. <os":i:;;;-·1
' i 190(Llmm j 

n : 2.&-12mm : V.F. 42 TDN O RJ45 )We-atherprt 
OV468� ! I oof ! 

. •351&0 ..... 1 .......................... -.. 1... 
. . . . ! IP67 

1 
.. .. . .. .. ... - .... .................. .l. ; .. . .... ............... : ....... . .. ... . . ... ' . . . ................ .. ... ; ... .. . .. .......... .. +··· ......... ·····-··l··· .. . qj+;;;; .. ···! 

, 0 
4M

_ . , Mega , M . d, : ! 186(l)mm ! 

'\.... .:. l mnivis,o t Mot<>nz·ed t otorne l 42 TDN O RJ-45 iWeatherpri 
- ! n ! 2 &-12mm ! V.F. ! ! oof ! 

................................................ 1 .... O
V4

6-8'9 .... .l ............................. .l .............................. l. ............................. L ............................. 1 .............................. L ......... -.................. l ......... 1P67 ........ .J 
' ' ' ' ' ' ' <1)81 x ' 

n 
)V46&9 

! +35160 

Mega 
2..&-12mm V.F. 42 TON 0 RJ4.5-

190(L)mm 
Weatherpr 

oof 
IP67 

.. ········ ······· ·-······ .• ··· ··· -··· ·······-t··· 

(!)81 >< 
190(L)mm 

We-atherpr 
oof 
IP,67 

l 4M 
nnlVisio 

n 
)V468'3 

.. 35160 

Me-ga 
Motoriz,edl 
2..&-12.mm 

Motorized 
V.F. 

42 TDN 0 RJ4.5-



PRO SERIES 5Mega IP NETWORK CAMERA 
AYRUS 

ITEM MODEL PICTURE Sensor LENS us IR DIN POE CBL Dimension (mm) 
NUMBER 

Indoor Dome AY-PR0-50-100F 
w 

St.I SONY 1.tX335 +3516Ev t.lega 3.6mm Fixe4 TON 0 RJ45 0(90•138) X 105(H) 

'1door Dome AY-PR0-50- 5M SONY l>IX335 +3516Ev �I ego 2.8-12mm V.F. TON 0 RJ45 o(90+138) X 10S(H) 
101MVF ., 

I 

'1door Dome AY-PR0-50-102MVA 
., 

SM SONY l,1X335 +3516Ev Motorized V.F . TON 0 RJ45 o(90+138) X 10S(H) 

k'ldoorDome AY-PR0-50-103F 
... 

SM SONY ldX335 +3516Ev Llega 3.6mm Fixed 25 TON 0 RJ4S 0(90+138) X 10S(H) 

'1doorDome AY-PR0-50-104MV SM SONY l,IX335 +3516Ev Mega 2.8-12mm Motorized VF 18 TON 0 RJ4S 0(90+138) X 10S(H) 

I
Indoor Dome AY-PR0-50- " SM SONY l>IX335 •3516Ev Mega 2.8-12mm 

V.F. 18 TON 0 RJ45 o(90+138) X 10S(H) 
105MVA Motorized 

Outdoor • a(85+132) X 118 weatherproof 

Dome 
AY-PR0-50-106F St.I SONY l,IX335 +3516Ev Mega 3.6mm fixed TON 0 RJ45 

F66 

Outdoor o(85+132) X 118 weatherproof 

Dome 
AY-PR0-50-107MV SM SONY J.IX335 +3516Ev Mego 2.8·12mm V.F. . TON 0 RJ4S 

F66 

• 

Outdoor 
AY-PR0-50-108MVA 

o(85+132)X 118 weatherproof 

Dome • 
St.I SONY l,1X335 +3S16Ev Mega 2.lr12nvn l,lolorized VF . TON 0 RJ45 

F66 

Outdoor 
AY-PR0-50-109F SM SONY 1,1)(335 +3516Ev J.lega 3.6mm Fixed 25 TON 0 RJ4S o(85+132) X 118 weatherproof 

Dome • F66 

Outdoor 
AY-PR0-5D-110MV • SI.I SONY l>IX335 +3516Ev J.1ega 2.8-12mm V.F. 18 TON 0 RJ45 o(85+132)X 118 weatherproof 

Dome F66 

SM SONY 
Outdoor 

AY-PR0-50-lllMVA UdX335 V.F. 18 TON 0 RJ4S 
Dome • MX33S Mega 2.a-12mm �(85+132) X 118 

Motorized weatherproof IP66 

'2pcs, Auto 
Outdoor 1/2.S- Sony Starvis m!lge ArraylR /Color/ AY-PR0-5D-lllMV Mega pixel V.F 0 RJ45 
Dome 

• 
Sensor ( 114X335) 

t�2.s-12mm lfD, B/W 

motorized Lens 
Max.25M 

/TimlnR (1)63.9 





PRO SERIES 8 Mega IP NETWORK CAMERA 
. . . . . 

· 
: · : : Dimension 

ITEM A PICTURE Sensor LENS · L/S · IR : D/N ' POE CBL · 

. i : : : (mm) 

Indoor 
Dome 

AY-PRO-&DlOlF 
! &MP 1/2" CMOS I
: : 

(OS08A10+
SSC32.8Q) 

&MP4mm Fixed TDN 0 RJ45 0(90+138) X
105(H) 

t t 

I 8MP 1/2" CMOS 

I
8MP i I 

I i l ! I 

Indoor o(90+13S) x 
AY-PRO.&D102VF (OS08A10+ f=3.&-llmm V.F. TDN O RJ45 

Dome 
.., SSC32&Q) 

lOS(H) 

; : ·········

i:�

·

�

·

�

·

r

···· ···•· ··················· ·· ··· ··················· ······ ····+········ ······· ··············· ·······················

�:

·

;

--

�;�
:: 

�:

·

:�

·

;

······

f=3.
:��

mm 

I I 
AY-PRO.&D103MVF ._ (OS08A10+ ' ' V.F. 

Dome ,.;;,r 
SSC3280) : motorized lens.

! 
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PRO SERIES PTZ IP NETWORK CAMERA 
Photo AYRUS MODEL Specilication 

IP High Speed Dome Camera with IR 
"4" for IP versi.on 

AY-PRZ100-21d10X 

'4" for _..\. Y-PRZI 80-SMI SX 

AY-PRl180-2Ml8X 

1" for IPvcraion High-E.nd Type AY-PRZ330-2M33X 

AY-PRZ330-5M33X 

AY-PRO lOOIR-L 

NEW 

AY-PRX-C101 

2mp 10x optical z:oomJ:i.264 
HIS3516CV200 • S.C3235 

Sm!> 1 Sx oi,tical zoom H.265 
3516EV300•:,J5 

1) �0'end'less pan r•nge and 0'- 90'1ill r•nge-, support eule>-flip, non-.surveilance- bind ere• 
2) I.lax. pan preset speed of 200'/s and max. tit preset speed of 3.0'/s 
3) I.la nual pan speed <>f 0.6'-180'/s and manual tilt speed of 3.5'-30'/s 
4) 220 presets proaramrnat)J&, 8 pelrols,i patterns 
5) Power Supply: OC 12Vf2A 
6) IA di,stance -40-EOM 
7) ,'fthout POE function 

1) 360'endless pan range and O'- 90'1ill range, support auto. flip, non-surveilance t>kncl area 
2) Max. 1>an pre.set speed of 20()'/.s ancl max. tit pres.et sl)eecl of 30'/s 

1-2-m?--16_x_oi>_ tic __ -aJ_Z_Q_o_m_H-.26'4-. -, --,3) Manual pan speed of 0.6"-180'/s and manual tilt 
Starlight Sl)eed of 3.S."-30'/s 
HIS3516E V200+ sony307 4) 220 presets prograrnnllll>le, 8 patrols,4- pBtterns 

5) Power Supply: DC 12V/2A 
6) IR dhstan1:e -40-00M 
7) Wth PQE function 

2Jlll) 33x Ol)ticaJ zoom H.265 1. Pan Range: 0'-360'endkIBa 
1-H_IS _3_5_16_A_V2_0_0 _+S_O_NY_J._2_7 __ -12. 1111 Range: 0'-90"(Auto flip) 
5m? JJ.x optical z:oom H.� J. rotation sp�«!: Pan:0.�200 ·t:s, Til:0.l>-75 'Is 
3516AV200+ll5 4. Proporticmal Zoom: Support 

1/2.9"' Progr..,..ive Scan CMOS; 
3516AV200•3l5 C.1.105, H.:265 
9pcs in frcred light -tlaser fiaht 
,distcnce Ui> to 200-ZSOm. 

4D J<>ystick keyboard con !roller 
for both IP •nd enalogue PTZ 
Cameras. Wrlh flD l�on rtor 

5. 220 presi>ls, t pa!ro�, 4 patterns 
6. 3 level manual speed ad1usloble(Hi9h, niddle, low) 
7. Weather-proof grade: P&6 
8. IA diatance: 120-150m 
9. Support standard API de�e-lOp connection port, support O NVIF, CGI and PSIA protocol. 
10) Wlh POE ( ne"d POE ,n,iector) 

1. Support network control wih independent IP address 
2. Support ONVIF 
3. 5 inch in-dustrial LCOscreen, reso�lion 800•"80, image deeo<lin9 
4. Support 40 j,,ystick control i>TZ funct�n 
5. Support pre-set pattem ancl AB scan 
6. Support E web se-tting 
7. Support custom ftrnction outtons. add shortcut fllnctnn (custorri2ed) 
8. Support Knol> for zoom and conJrol spe� 
9. Support POE 



NVR(Network  Video Recorder)



5MP IP Ai



Ai NVR(Network  Video Recorder)



- CCTV camera with dedicated flame detection sensor 

- Fast & accurate fire detection (Detect explosion, ignition) 

- Live monitoring, playback 

- Alarm notification in case of fire (Mobile App and etc.) 

- Applicable to various environment through sensitivity

setting - Security with AI (Intrusion, fall detection) 

- Lower cost

Live alert to CMS and Mobile App

Dedicated Flame detection sensor

Compatible with various firefighting equipment

Detect momentary ignition, explosion in 1 second

Video surveillance and fire prevention simultaneously

Intrusion and fall detection through deep learning algorithm

· Network or Coaxial

· Sensor 1pcs or 2pcs

(Network) NK2100EX-F2

Compatibility

AI technology

High accuracy

All in one CCTV

Quick detection

Real-time notification

CCTV monitoring and Fire detection at the same time!

with AYRUS specialized AI technology and a dedicated flame detection sensor,

accurately detects fire flame and smoke to help suppressing fire at its early

stage. 

Indoor / Outdoor type Explosion proof type

Advantages of 
AYRUS Intelligent Fire Prevention CCTV System

Cam 1

AYRUS's smart flame detection camera,

검색 기능 메뉴 화면 분할 일시 정지 설정 메뉴5.74TB / 6.00TB01/02/2022 16 :  02 :  11

*Flame dectection sensor*

Fire detected



UHN-V3

 sensor

UHN1600-H2-V2 / UHN3616P-H4 / UHN6400-H8 / UHN6400-H16S / UHN6400-H6R

UHN404P-H1-V3 / UHN808P-H1-V3 / UHN1616P-H2-V3

 (PoE models)

 sensor

· AI SoC and high sensitivity image sensor

· AI based object recognition (Human /

Vehicle) · Proven quality of Made in Korea

and Security

· High sensitivity SONY STARVIS sensor provides crystal clear image

 in low light condition (NK series)

· Enhanced stability with revolutionary response speed, minimum

booting time,  low heat generation and low power consumption

· Max 4K UHD input & recording, all channel real-time monitoring & playback simultaneously ·

Max 480Mpbs high-performance recording speed

· Support Auto IP feature which automatically adds IPC to NVR without network set up

· Compatible with various 3rd party IPCs

NVR

Network Camera

AI Network Camera

SONY STARVIS

SONY STARVIS

Network 

Non-Hisilicon

 series

Solution

NDAA complied

SoC



· Central monitoring software supporting max. 1,024 units

· Support various useful features such as Viewset and eMAP

grouping, hardware decoding and etc. 

· Support AI camera event display

· Mobile App for remote monitoring anytime, anywhere

· Support live monitoring, PTZ control, event push alarm

and etc. · Hardware decoding, 16 channel full frame

decoding

· Monitoring and controlling through web browser without installing

a separate plug-in (Active X)

· Full-frame monitoring, backup, playback, PTZ operation and

other DVR control functions 

· Chrome, Edge, Safari and Mobile (iOS, Android) web browsers are supported

· Streaming server to redistribute recorder’s image to

multiple users

· Max. 512 video stream input, max. 512 video stream

distribution and simultaneous access

 _Control CenterVMS

Web Viewer

Mobile Viewer

Fever Detection CCTV

Network External Storage

Flame / Thermal Detection CCTV

Streaming Solution

· Specialized fire detection CCTV camera with dedicated flame/heat detection sensor

· Intelligent fever detection solution with deep learning based multi-face recognition and temperature compensation features

Software

Accessories

Special Product

(GIS map)



Supports

Functions

Supports

Power

web browser

Product Image

Wide Dynamic Range

Lens Focal Length


Weather/Vandal Rating

Technology

IR LED

Stream

Compliance
Country of Origin
chipset

 Image Sensor

2.7~12mm Auto focus3.6mm 2.7~12mm Auto focus

IP66  IP66 

ONVIF Profile  S PoE ONVIF Profile  S PoE ONVIF Profile  S PoE

48 pcs 48 pcs 30 pcs

1080P / 720P / 600P/ 1080P / 720P / 600P/ 1080P / 720P / 600P/
480P / 400P / 360P / 480P / 400P / 360P / 480P / 400P / 360P /
272P / 184P(30fps 272P / 184P(30fps 272P / 184P(30fps
NDAA , TAA  NDAA , TAA  NDAA , TAA 
 Made in Korea  Made in Korea  Made in Korea

Deep learning AI chipsetDeep learning AI chipset Deep learning AI chipset

1/2.7" 5.1M CMOS  1/2.7" 5.1M CMOS Image  1/2.7" 5.1M CMOS Image 
Image Sensor Sensor Sensor

 2 H.264 streams   2 H.264 streams including  2 H.264 streams 
including 1920x1080  1920x1080 30fps and 1 JPEG including 1920x1080 
30fps and 1 JPEG stream stream    Max 4 streams  30fps and 1 JPEG stream    
Max 4 streams  connection simultaneouslyMax 4 streams 
connection  connection 
simultaneously simultaneously

Active X free web‐based Active X free web‐based  Active X free web‐based 
viewer (HTML5 viewer) viewer (HTML5 viewer) viewer (HTML5 viewer)

3DNR (Noise reduction 3DNR (Noise reduction  3DNR (Noise reduction 
Digital Image Stabilizer  Digital Image Stabilizer (DIS)  Digital Image Stabilizer 
(DIS)     True Day &  True Day & Night (ICR) (DIS)     True Day & Night 
Night (ICR) (ICR)

De‐Fog function De‐Fog function De‐Fog function

 Onvif / PoE / IPv4  Onvif / PoE / IPv4  Onvif / PoE / IPv4

DC 12V ± 10% / PoE  DC 12V ± 10% / PoE  DC 12V ± 10% / PoE 
(802.3af, 36V~57V) (802.3af, 36V~57V) (802.3af, 36V~57V)

AY-PRO-KBR48-
111AF

AY-PRO-KBR42-114 AY-PRO-KDR30-
115AF

Model

www.ayrusglobal.com



Function
s
Supports

Power

Product Image

web browser

Wide Dynamic Range

Lens Focal Length
Weather/Vandal Rating
Technology
IR LED

Stream

Compliance
Country of Origin
chipset

 Image Sensor

Supports

2.8~12mm 3.6mm 2.7~12mm Auto focus
IP66 
ONVIF Profile  S PoE ONVIF Profile  S PoE ONVIF Profile  S PoE
30 pcs 24 pcs Super IR 6 pcs

1080P / 720P / 600P/ 1080P / 720P / 600P/ 1080P / 720P / 600P/
480P / 400P / 360P / 480P / 400P / 360P / 480P / 400P / 360P /
272P / 184P(30fps 272P / 184P(30fps 272P / 184P(30fps
NDAA , TAA  NDAA , TAA  NDAA , TAA 
 Made in Korea  Made in Korea  Made in Korea

Deep learning AI chipsetDeep learning AI chipset Deep learning AI chipset


1/2.7" 5.1M CMOS  1/2.7" 5.1M CMOS Image  1/2.7" 5.1M CMOS Image 
Image Sensor Sensor Sensor
 2 H.264 streams   2 H.264 streams including  2 H.264 streams 
including 1920x1080  1920x1080 30fps and 1 JPEG including 1920x1080 
30fps and 1 JPEG stream stream    Max 4 streams  30fps and 1 JPEG stream    
Max 4 streams  connection simultaneouslyMax 4 streams 
connection  connection 
simultaneously simultaneously
Active X free web‐based Active X free web‐based  Active X free web‐based 
viewer (HTML5 viewer) viewer (HTML5 viewer) viewer (HTML5 viewer)

3DNR (Noise reduction 3DNR (Noise reduction  3DNR (Noise reduction 
Digital Image Stabilizer  Digital Image Stabilizer (DIS)  Digital Image Stabilizer 
(DIS)     True Day &  True Day & Night (ICR) (DIS)     True Day & Night 
Night (ICR) (ICR)

De‐Fog function De‐Fog function De‐Fog function
 Onvif / PoE / IPv4  Onvif / PoE / IPv4  Onvif / PoE / IPv4
DC 12V ± 10% / PoE  DC 12V ± 10% / PoE  DC 12V ± 10% / PoE 
(802.3af, 36V~57V) (802.3af, 36V~57V) (802.3af, 36V~57V)

Model AY-PRO-KDR30-
116

AY-PRO-KDR24-117 AY-PRO-KDR6-
AF118

www.ayrusglobal.com



Functions

Supports

Power

web browser

Product Image

Wide Dynamic Range

Lens Focal Length

Weather/Vandal Rating

Technology
IR LED
Stream

Compliance
Country of Origin
chipset

 Image Sensor

Supports

2.8~12mm

ONVIF Profile  S PoE
Super IR 6 pcs
1080P / 720P / 600P/
480P / 400P / 360P /
272P / 184P(30fps
NDAA , TAA 
 Made in Korea


Deep learning AI chipset

1/2.7" 5.1M CMOS Image 
Sensor
 2 H.264 streams including 
1920x1080 30fps and 1 
JPEG stream    Max 4 
streams connection 
simultaneously

Active X free web‐based 
viewer (HTML5 viewer)

3DNR (Noise reduction 
Digital Image Stabilizer 
(DIS)     True Day & Night 
(ICR)
De‐Fog function

 Onvif / PoE / IPv4

DC 12V ± 10% / PoE 
(802.3af, 36V~57V)

2.7~12mm Auto focus
IP65 
ONVIF Profile  S PoE
Super IR 6 pcs
1080P / 720P / 600P/
480P / 400P / 360P /
272P / 184P(30fps
NDAA , TAA 
 Made in Korea

Deep learning AI chipset

1/2.7" 5.1M CMOS Image Sensor

 2 H.264 streams including 
1920x1080 30fps and 1 JPEG 
stream    Max 4 streams 
connection simultaneously

Active X free web‐based viewer 

(HTML5 viewer)

3DNR (Noise reduction Digital 
Image Stabilizer (DIS)     True Day 
& Night (ICR)

De‐Fog function

 Onvif / PoE / IPv4

DC 12V ± 10% / PoE (802.3af, 
36V~57V)

2.7~12mm
IP65 
ONVIF Profile  S PoE
Super IR 6 pcs
1080P / 720P / 600P/
480P / 400P / 360P /
272P / 184P(30fps
NDAA , TAA 
 Made in Korea


Deep learning AI chipset

1/2.7" 5.1M CMOS Image 
Sensor
 2 H.264 streams 
including 1920x1080 
30fps and 1 JPEG stream    
Max 4 streams 
connection 
simultaneously

Active X free web‐based 
viewer (HTML5 viewer)

3DNR (Noise reduction 
Digital Image Stabilizer 
(DIS)     True Day & Night 
(ICR)
De‐Fog function

 Onvif / PoE / IPv4

DC 12V ± 10% / PoE 
(802.3af, 36V~57V)

AY-PRO-KDR6-119 AY-PRO-KHR6-120AF AY-PRO-KHR6-121Model

www.ayrusglobal.com



Supports

Functions

Supports

Power

web browser

Wide Dynamic Range

Lens Focal Length


Weather/Vandal Rating

Technology

IR LED

Stream

Compliance
Country of Origin
chipset

 Image Sensor

3.6mm

IP65

ONVIF Profile  S PoE

Super IR 6 pcs


1080P / 720P / 600P/
480P / 400P / 360P /
272P / 184P(30fps
NDAA , TAA 
 Made in Korea


Deep learning AI chipset

1/2.7" 5.1M CMOS Image Sensor

2.8MM

IP65

ONVIF Profile  S PoE

Super IR 6 pcs


1080P / 720P / 600P/
480P / 400P / 360P /
272P / 184P(30fps
NDAA , TAA 
 Made in Korea


Deep learning AI chipset

1/2.7" 5.1M CMOS Image Sensor

Active X free web‐based viewer  Active X free web‐based viewer 

(HTML5 viewer) (HTML5 viewer)

3DNR (Noise reduction Digital  3DNR (Noise reduction Digital Image 
Image Stabilizer (DIS)     True Day &  Stabilizer (DIS)     True Day & Night 
Night (ICR) (ICR)

De‐Fog function De‐Fog function

 Onvif / PoE / IPv4  Onvif / PoE / IPv4

DC 12V ± 10% / PoE (802.3af,  DC 12V ± 10% / PoE (802.3af, 
36V~57V) 36V~57V)

 2 H.264 streams including   2 H.264 streams including 

1920x1080 30fps and 1 JPEG  1920x1080 30fps and 1 JPEG stream  

stream    Max 4 streams connection  Max 4 streams connection 

simultaneously simultaneously

AY-PRO-KHR6-122 AY-PRO-KHR6-123Model

www.ayrusglobal.com



Power

Model


Product Image

Compatibility
IR LED
Compliance
Country of Origin
Pan Range

Pan Speed

Tilt Range
Tilt Speed

Patrol

IR Distance
IR Angle
Video codec


 Image Sensor
Storage

Wide Dynamic Range
Alarm Input/Output
Audio interface
Functions
Supports

Intelligence

Lens Focal Length

IR
Max. Resolution
Weather/Vandal Rating
Video analysis

5~117mm, 23x Optical zoom 5.3~64mm, 12x Optical zoom


Built‐in IR (120m) 120m
2MP Mini PTZ camera 5MP Mini PTZ camera
IP67 IP67
Intrusion, Breakaway, Advanced  Intrusion, Breakaway, Advanced motion
motion detection, Abnormal detection, Line 
detection, Abnormal detection, Line  crossing,
crossing, Roam detection, Human detection, 
Roam detection, Human detection,  People
People counting, Object missing, Object
counting, Object missing, Object delete(Option)
ONVIF Profile S & G & T & Q & API ONVIF Profile S & G & T & Q & API
Super IR 6 pcs Super IR 6 pcs
NDAA , TAA  NDAA , TAA 
 Made in Korea  Made in Korea
360° endless 360° endless

Pan manual speed : 0.1°~450°/s Pan manual speed : 0.1°~360°/s
Pan preset speed : 450°/s Pan preset speed : 450°/s
‐5°~90° ‐5°~90°
Tilt manual speed : 0.1°~360°/s Tilt manual speed : 0.1°~30°/s
Tilt preset speed : 360°/s Tilt preset speed : 30°/s
8 Patrol, Max. 48 Presets for each  8 Patrol, Max. 48 Presets for each 
Patrol Patrol
120m 120m
 Auto / Manual  Auto / Manual

H.265+/H.265(HEVC)/H.264+/H.264/M H.265+/H.265(HEVC)/H.264+/H.264/MJ
JPEG PEG
1/2.8“ Progressive Scan CMOS 1/2.8“ Progressive Scan CMOS
Max. 256G microSD/SDHC/SDXC local Max. 256G microSD/SDHC/SDXC local

140dB Super WDR 140dB Super WDR
1 in I out  2 in I out 
1(embedded MIC)/1 1(embedded MIC)/2
De‐Fog function De‐Fog function
ONVIF Profile S & G & T & Q & API  Onvif / PoE / IPv4

Auto tracking, Motion detection,  Auto tracking, Motion detection, 
Privacy Privacy
mask, BLC, HLC, 2D‐DNR, 3D‐DNR, ROI, mask, BLC, HLC, 2D‐DNR, 3D‐DNR, ROI,
Defog, White balance, EIS, IP filtering Defog, White balance, EIS, IP filtering

DC12V / PoE (802.3at) DC12V / PoE (802.3at)

AY-PRO-KPTZ121-23X AY-PRO-KPTZ122-12X

www.ayrusglobal.com



Power

Model

Product Image

Compatibility

Digital Zoom
Compliance
Country of Origin

Pan Range

Pan Speed

Tilt Range

Tilt Speed

Patrol

IR Distance
Video codec

 Image Sensor

Storage

Wide Dynamic Range
Alarm Input/Output
Audio interface

Supports

Intelligence

Lens Focal Length

IR
Max. Resolution

Weather/Vandal  Rating

Video analysis

4.7~141mm, 30x Optical zoom 180 degree camera 360 degree camera Built‐in IR (120m) uilt‐in IR (20m)

15m
2MP Mini PTZ camera 2592×1944 (Original) 4000×3000

IP67 IP67 IP68 Intrusion, Breakaway, Advanced  Intrusion, Breakaway, Advanced 

Intrusion, Breakaway, Advanced 
motion motion motion
detection, Abnormal detection, Line  detection, Abnormal detection,  detection, Abnormal detection, 
crossing, Line crossing, Line crossing,
Roam detection, Human detection,  Roam detection, Human detection, Roam detection, Human 
People People detection, People
counting, Object missing, Object counting, Object missing, Object counting, Object missing, Object
delete delete(Option) delete(Option)

ONVIF Profile S & G & S & T ONVIF Profile S & G & S & T ONVIF Profile G & Q & S & T, API 16X NO NO
NDAA , TAA  NDAA , TAA  NDAA , TAA 
 Made in Korea  Made in Korea  Made in Korea

360° endless 180°  CeilingmountH360°, Wallmount 
180°, Table
mount 360°

Pan manual speed : 0.1°~400°/sNO NO
Pan preset speed : 400°/s
‐5°~90° (Auto flip) NO NO

Tilt manual speed : 0.1°~320°/sNO NO
Tilt preset speed : 320°/s
8 Patrol, Max. 48 Presets for each NO NO
Patrol
200m 20m 15m
H.265+/H.265(HEVC)/H.264+/H.264/
H.265+/H.265(HEVC)/H.264+/H.264H.265+/H.265(HEVC)/H.264+/H.2
MJPEG /MJPEG 64

1/2.8“ Progressive Scan CMOS 1/2.8“ Progressive Scan CMOS 1/1.7“ Progressive Scan CMOS

Max. 256G microSD/SDHC/SDXC local Max. 256G microSD/SDHC/SDXC  Max. 256G microSD
local
120dB Super WDR 120dB Super WDR 120dB Super WDR
2 in 2 out  NO NO

 1 / 1 Embedded MIC Embedded MIC

ONVIF Profile S & G & T & Q & API ONVIF Profile G & Q & S & T ONVIF Profile G & Q & S & T, API

Auto tracking, Motion detection,  Heat map, Privacy mask, BLC, HLC, Intrusion, Motion detection, 
Privacy 2D DNR, 3D DNR, ROI, Defog, AWB, Abnormal detection,
mask, BLC, HLC, 2D‐DNR, 3D‐DNR, EIS, AGC, Anti‐flicker, Line crossing, Roam detection, 
ROI, Corridor mode, deblur, WatermarkHuman detection,
Defog, White balance, EIS, IP filtering People counting, Object missing, 
Object
delete(Option)

DC12V / PoE (802.3at) DC12V / PoE (802.3at) DC12V / PoE(802.3at)

AY-PRO-KPTZ123-30X AY-PRO-K124F180 AY-PRO-KPTZ125
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HTML5

Webviewer

ActiveX
Webviewer
Smart Phone
App.

CMS

SDK

AY‐PRO‐4CHK‐101P

4CH IP video input

WESP, Onvif Profile S

40Mbps
4 PoE ports (Max 
15.4W/port, Total 46W)
1HDMI, 1VGA
H.264 / H.265(*)
1 SATA HDD

AY‐PRO‐8CHK‐102P

1 RCA (0.5 Vpp) input / HDMI  1 RCA (0.5 Vpp) input / HDMI & 

& RCA output RCA output

IP Camera with  WESP, HTTP, RTSP/RTP, (Onvif), 
Onvifprotocol & WESP  UPnP, TCP/IP, UDP, ARP, 
protocol ICMP,DHCP, SMTP, SNMP, SNTP, 
Monitoring / Event / PTZ /  Monitoring / Event / PTZ / 
Playback for browser  Playback for browser supporting 
supporting HTML5 HTML5
Monitoring / Event / PTZ /  Monitoring / Event / PTZ / 
Playback for IE Playback for IE
Monitoring / Playback /  Monitoring / Playback / Alarm 
Alarm Push / PTZ / Audio /  Push / PTZ / Audio / Log View with 
Log View with iP iP
hone & Android hone & Android
Control Center, Max. 1024  Control Center, Max. 1024 Units
Units
ActiveX(COM) SDK ActiveX(COM) SDK
1 SATA HDD 1 SATA HDD
Not supported Not supported
Max. 128TB with SATA Max. 128TB with SATA
12TB HDD Supported 12TB HDD Supported

Multi‐channel exe file, Single  Multi‐channel exe file, Single 
channel avi file,  channel avi file, JPEG(Capture)
JPEG(Capture)

2 USB 2.0 drive (1 front, 1  2 USB 2.0 drive (1 front, 1 rear)
rear) FAT32(Max 32GB), NTFS
FAT32(Max 32GB), NTFS

Health checking and alarm,  Health checking and alarm, 
Reallocation sector  Reallocation sector monitoring
monitoring and alarm
and alarm
DC 48V 1.2A, 50/60Hz DC 48V 1.2A, 50/60Hz

8CH IP video input

IP Camera with Onvifprotocol & 

WESP protocol
80Mbps
8 PoE ports (Max 15.4W/port, Total

1HDMI, 1VGA
H.264 / H.265(*)
1 SATA HDD

Power

S.M.A.R.T.

Backup device

SOFTWARE

Storage devices
RAID Level

Capacity

Backup type

Model
Product Image

Channel
Protocol

Performance
PoE

Port
Compression
Storage devices


Country of Origin


AUDIO Input/output

Protocols

 Made in Korea  Made in Korea
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HTML5

Webviewer

ActiveX

Webviewer

Smart Phone

App.

CMS

SDK

AY‐PRO‐16CHK‐103P AY‐PRO‐16CHK‐104

16CH IP video input 16CH IP video input

WESP, Onvif Profile S WESP, Onvif Profile S

96Mbps (TBD) 160Mbps
16 PoE ports (Max  Not supported

15.4W/port, Total 156 W)
1HDMI, 1VGA 1HDMI, 1VGA, 1CVBS

H.264 / H.265(*) H.264 / H.264+(*)
2 SATA HDDs 2 SATA HDDs
 Made in Korea  Made in Korea
1 RCA (1 Vpp) input / HDMI &  1 RCA (1 Vpp) input / HDMI & 
RCA output RCA output
IP Camera with Onvifprotocol  IP Camera with Onvifprotocol & 
& WESP protocol WESP protocol

Monitoring / Event / PTZ /  Monitoring / Event / PTZ / 
Playback for browser  Playback for browser 
supporting HTML5 supporting HTML5
Monitoring / Event / PTZ /  Monitoring / Event / PTZ / 
Playback for IE Playback for IE
Monitoring / Playback / Alarm  Monitoring / Playback / Alarm 
Push / PTZ / Audio / Log View  Push / PTZ / Audio / Log View 
with iP with iP
hone & Android hone & Android
Control Center, Max. 1024  Control Center, Max. 1024 Units
Units
ActiveX(COM) SDK ActiveX(COM) SDK
2 SATA HDDs 2 SATA HDDs
Not supported External storage including 

network storage AY‐PRO‐K101‐
R04 (Level
Max. 128TB with SATA Max. 128TB with SATA, Max. 
12TB HDD Supported 256TB with cascaded AYPRO‐

K101‐R04 12TB HDD Supported
(Recommended to use more 
than 3TB capacity HDDs)




Multi‐channel exe file, Single c Multi‐channel exe file, Single 
channel avi file, JPEG(Capture) 

2 USB 2.0 drive (1 front, 1 rear)2 USB 2.0 drive (1 front, 1 
rear)FAT32(Max 32GB), NTFS
Health checking and alarm,  Health checking and alarm, 
Reallocation sector  Reallocation sector monitoring
monitoringand alarm and alarm

DC48V 3.75A, 50/60Hz DC 12V 5A, 50/60Hz
Power

Backup type

Backup device

S.M.A.R.T.

Storage  device
s RAID Level




Capacity

Model
Product Image

Channel
Protocol
Performance
PoE

Port
Compression
Storage devices
Country of Origin
AUDIO Input/output

Protocols




SOFTWARE
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HTML5

Webviewer

ActiveX

Webviewer

Smart Phone

App.

CMS

SDK

AY‐PRO‐36CHK‐105 AY‐PRO‐64CHK‐106

36CH IP video input 64CHIPvideoinput

IP Camera with Onvifprotocol & WESP  IPCamerawithOnvifprotocol&W
protocol ESPprotocol
320Mbps 320Mbps

16 PoE ports (Max 12.95W/port, Total  Notsupported
150W)
1HDMI, 1VGA 2HDMI,1VGA
H.264, H.264+(*) H.264/H.264+(*)
4 SATA HDDs 8 SATA,1eSATA(e‐
SATA1)HDDs,1eSATA(e‐
SATA2)(*)
 Made in Korea  Made in Korea
1 RCA (1 Vpp) input / HDMI & RCA  1 RCA (1Vpp)input/HDMI & 
output RCAo utput
Monitoring/Event/PTZ/PlaybackforIE Monitoring/Event/PTZ/Playbackf
orbrowsersupporting
HTML5
Monitoring/Event/PTZ/PlaybackforIE Monitoring/Event/PTZ/Playbackf
orIE
Monitoring/Playback/AlarmPush/PTZ/A Monitoring/Playback/AlarmPush
udio/LogView /PTZ/Audio/LogView
withiPhone&Android withiPhone&Android
Control Center, Max. 1024 Units Control Center, Max. 1024 Units

ActiveX(COM) SDK ActiveX(COM) SDK
External storage including network  Externalstorageincludingnetwor
storage AY‐PRO‐K101‐R04 (Level kstorageUHS04R(Level
1/5/10) 1/5/10)
Max. 128TB with SATA, Max. 256TB  Max.128TBwitheSATA,Max.256T
with cascaded AYPRO‐ BwithcascadedUHS04R
K101‐R04 10TB HDD Supported 10TBHDDSupported
(Recommended to use more than 3TB  (Recommendedtousemorethan3
capacity HDDs) TBcapacityHDDs)
Multi‐channel exe file, Single channel  Multi‐channel exe file, Single 
avi file, JPEG(Capture) channel avi file, JPEG(Capture)

1 USB 2.0 drive (front), 1 USB 3.0 drive  2 
(rear) USB2.0drive(1front,1rear),1USB
FAT32(Max 32GB), NTFS 3.0drive(rear)
FAT32(Max32GB),NTFS
Health checking and alarm,  Healthcheckingandalarm,Realloc
Reallocation sector monitoring ationsectormonitoring
and alarm andalarm
AC 100~240V, 50/60Hz AC100~240V,50/60Hz

S.M.A.R.T.

Power

RAID Level

Capacity

Backup type

Backup device

Model
Product Image

Channel
Protocol

Performance
PoE

Port
Compression
Storage devices

Country of Origin
AUDIO Input/output

SOFTWARE
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HTML5

Webviewer

ActiveX

Webviewer

Smart Phone

App.

CMS

SDK

AY‐PRO‐64CHK‐107 AY‐PRO‐64CHK‐108

64CH IP video input 64CH IP video input

WESP, Onvif Profile S WESP, Onvif Profile S

H.264, H.264+(*) H.264, H.264+(*)
Not supported Not supported

1 HDMI, 1 VGA, 1 CVBS 2HDMI, 1VGA
H.264 / H.264+(*) H.264 / H.264+(*)

6 SATA, 1 eSATAHDDs 16 SATA HDDs, 1 eSATA(*)

 Made in Korea  Made in Korea

1 RCA (1 Vpp) input / HDMI & RCA  1 RCA (1 Vpp) input / HDMI & 

output RCA output

Monitoring / Event / PTZ / Playback  Monitoring / Event / PTZ / 

for browser supporting HTML5 Playback for browser supporting 
HTML5
Monitoring / Event / PTZ / Playback  Monitoring / Event / PTZ / 
for IE Playback for IE

Monitoring / Playback / Alarm Push  Monitoring / Playback / Alarm 

/ PTZ / Audio / Log View with iP Push / PTZ / Audio / Log View 

hone & Android with iP
hone & Android
Control Center, Max. 1024 Units Control Center, Max. 1024 Units

ActiveX(COM) SDK ActiveX(COM) SDK
Level 1/5/10 (For internal HDD,  External storage including 
max 5 HDDs can be used as RAID)  network storage  AY‐PRO‐K101‐
External  storage including network  R04 (Level 1/5/10)
storage AY‐PRO‐K101‐R04  (Level 
1/5/10)
Max. 128TB with eSATA, Max.  Max. 128TB with eSATA, Max. 
256TB with cascaded AYPRO‐K101‐ 256TB with cascaded AY‐PRO‐
R04 10TB HDD Supported K101‐R04
(Recommended to use more than  10TB HDD Supported
3TB capacity HDDs) (Recommended to use more than 
3TB capacity HDDs)
Multi‐channel exe file, Single  Multi‐channel exe file, Single 
channel avi file, JPEG(Capture) channel avi file, JPEG(Capture)

3 USB 2.0 drive (front 2, rear  2 USB 2.0 drive (front), 1 USB 3.0 
1)FAT32(Max 32GB), NTFS drive (rear)
FAT32(Max 32GB), NTFS
Health checking and alarm,  Health checking and alarm, 
Reallocation sector monitoring Reallocation sector monitoring
and alarm and alarm

AC 100~240V, 50/60Hz AC 100~240V, 50/60Hz
Power

Capacity

S.M.A.R.T.

RAID Level

Backup type

Backup device

Model
Product Image

Channel
Protocol
Performance
PoE
Port
Compression
Storage devices
Country of Origin
AUDIO Input/output SOFTWARE
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Model                                        AY‐PRO1K‐R4
Product Image

Storage device 4 SATA interface with hot‐swap function

Intelligent file system Data‐loss protection against power failure

Capacity / Unit Max. 40TB

Capacity Expansion Max. 256TB by cascaded AY‐PRO‐K101R04
Max. 8 AY‐PRO‐K101R04 can be cascaded

Performance 320 Mbps

RAID RAID level 1/5/10

Connection 1 Gigabit ethernet for DVR/NVR connection

Connection 2 Gigabit ethernet for cascaded connection
of AY‐PRO1K‐R4
Country of Origin  Made in Korea
Operating  5°C ~ 45°C (41°F ~ 113°F)
Temperature
Power AC free voltage (100 ~ 240V), 50/60Hz
Power consumption Max. 7.44W, Typical 5.52W (without HDD)

Approval FCC, CE, KC, RoHS

www.ayrusglobal.com



Product Image

Max. Unit 1024
Max. Monitor(View) 2
Supported Division 1 / 4 / 6 / 7 / 8 / 9 / 10 / 13 / 16 / 25 / 36 / 49 / 64 / 81/ 100 / 121 / 
144
Video Format H.264+ / H.264 / MPEG4 / JPG
OnvifProfile‐S NO
Audio Format ADPCM / Truespeech/ G.711
User Management YES
Account Level YES
Max account 100
WNS (DDNS) YES
WRS (Dynamic IP Registration  YES
4K Resolution YES
4K Monitor YES
HW Decoding Monitor, Playback
Dewarp(Fisheye Camera) Monitor, Playback
Playback YES
Backup (exe(re4), avi, mp4) YES
Log Viewer YES
Timeline display(log)  Timeline index s YES
Go to a certain time    Calendar searchYES
Playback event image YES
Speed playback    (1/16x ~ 64x) YES
Smart Search YES
Thumbnail Search YES
Text Search YES
License plate search YES
Snapshot / Print YES
Zoom in/out image YES
Brightness/Contrast YES
Audio play YES
DVR HDD Manager YES
Schedule Backup YES
CPU CPU Intel(R) Core(TM) i7‐6700 CPU @ 3.40GHz
RAM RAM 8GB or higher
GPU GPU RAM 4GB or higher,
System Requirement 
Graphic Card Intel(R) HD Graphic 530 or higher
Recommended
NETWORK 100/1000 Ethernet NIC
OS Windows 7(x64), Windows 8(x64), Windows 10(x64)

Model Central Monitoring Software
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Protect customers' lives and property, contribute to their safe life

Life Safety Provider
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Overseas Sales Team
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